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The modern styling of the D-Series is striking

Specifications yet unobtrusive - making a bold, progressive
EPA: 1.01 #¢2 statement even as it blends seamlessly with its
’ 009 m) O environment.
Length: 33" The D-Series distills the benefits of the latest in
838 . . .
ol LED technology into a high performance, high
. 13" ; - Y S . 9
Width: i N efficacy, Ior)g-lafe luminaire. The ogtst‘andm_g
Heicht 7.1/2% photometric performance results in sites with
el H T - . 2
9 (1900} excellent uniformity, greater pole spacing and
Weight 27 lbs lower power density. It is ideal for replacing 100 —
z 122k e % . . :
(rox) i 400W metal halide in pedestrian and area lighting
applications with typical energy savings of 65%
and expected service life of over 100,000 hours.
EXAMPLE: DSX1 LED 60C 1000 40K T3M MVOLT SPA DDBXD
DSXILED 30c 700 40K T4M MVOLT SPA
Drive current Voltage | M
DSXTLED | Forward optics 530 530mA 30K 3000K TS TypelShart T55  TypeVShort MVOLT® | Shipped included
p i pp
30C  30LEDs (one engine) 700 700 mA 40K 4000K T25  Typell Short T5M  TypeVMedium 120° SPA Square pole mounting
40C  40LEDs (twoengines) | 1000 1000mA | 50K 5000K T2M  Type Il Medium T5W  TypeVWide 208° RPA Round pole mounting
2
60C 60 LEDs (two engines) (1) AMBPC  Amber T3S Typelll Short BLC  Backlight control® | 240° WBA Wall bracket
Rotated optics’ PhOsphOr 1 r3p  Type Il Medium LCCO  Left comercutoff* | 277% SPUMBA Square pole universal mounting adaptar
) converted? : ) : ;
60C 60 LEDs (two engines) T4M  Type IV Medium RCCO  Right corner 3478 RPUMBA Round pole universal mounting adaptor
TFTM  Forward Throw ctoff! 4806 Shipped separately
Medium KMAS DDBXD U Mast arm mounting bracket adaptor
T5VS  TypeV Very Short (specify finish) ¢
HS DDBXD
Shipped installed PIRTFC3V  Mation/ambient sensor,B 15'mounting height, ambient Shipped installed DDBXD  Dark bronze
PER  NEMA twist-lock receptacle only (na controls) sensor enabled at 1fc* o ) HS  House-side shield ™ DBLXD  Black
PERS  Five-wire receptacle only (no controls) *? PIRHTFC3Y msgp;ﬁgminﬁggr 15-30'mounting height, ambient | g Utility terminal DNAXD  Natural aluminum
i 9 black * i
PER7  Seven m-me récepla_cle only (no (omrfls) 8130 Bi-level sitched dimming, 309 ' T DWHXD ~ White
DMG U—.WUV dimming driver (no m'mmls} . ) BL50 Bi-levelswitched dimming, 50% 374) 0 DDBTXD  Textured dark branze
DCR  Dimmable and Sgrjtroi!able via ROAM® (no controls) ™ PNMTDD3 Pt nigh, i 1l dawn ” DF  Doublefuse (206, DBLBXD  Textured black
s o ! 3
DS Dual switching . PNMTSD3  Partnight, im 5 hrs 240, 480V) DNATXD T‘eéﬁr:ffnﬁatwal
PIR Motion/ambient sensor, &-15'mounting height, ambient sensor enabled at 5fc ™ I o 190 Left rotated optics® 3
- PNMTED3  Part night, dim 6 hrs DWHGKD Textured white
PIRH  Motion/ambient sensor, 15-30'mounting height, ambient sensor enabled at 5fc PNMTTD3  Partright, ¢im 7 hrs 7 R90  Right rotated optics
. NOTES be purchased tely. Call 1-800-442-6745 il: sales@ ices.net.
; Controls & Shields 1 Rotated aptics avalable with 40C only, /A with PIR aptians DS, PERS, PER7. BLAO, BLYO or LNM?Sa;:ﬁ;nm:Emes "
= DUIFF15 U Photocell - S5L twist-lock {120-277V) # 2 No}: auail?bh!a AMBPC. 13 Requlres 40C or 60C. Pravides 50/50 luminaire operation via twe independent
H R 3 0 ilable with 530mA or 700mA. dri t t ts. N/A with PER, DCR, WTB, PIR o PIRH.
fop Dmed) Sl Skrhds ) 4 Not avalabie wih AVBPC in S30mA or 700mA in BLC, LCCO o RCCO distrbution. 14 Rzzirufeasnanﬁ%ﬁ?aa;:lesﬁﬁccfed cireit, =
*C & OLMsoFISCULI Photocell - S twist-lock (430V) 5 MVOLT driver operates on any line voltage from 120-277V (50/40 Hz). Specify 120V, 15 PIR and PIR1FC3V specify the
) 'E_ DSHORT SBK U Shorting cap® 208V, 24OV‘or 27 op[tlogs or;ly when ordering with fusing (SF, DF aptions). FIRH1 Ffﬁg spelc‘rfy the Sers
Ll ’ 6 Not available with 530mA product {30C 530 or 40C 530 DS}. Nat Cuidle for details. Dimming driver standard
m 1‘% DSX1HS 30CU Hause-side shield for 30 LED unt a:ai\:ﬁt‘aivn?w\gll.ﬁ"ég\:;() ;ra;'NMT ;tlsr:‘s) = & Ambient se:sz:rsdiséﬂ?&n\ﬂh;\’g;eredmrh DCR. Separate on/off required.
@ o DSKIHS40CU House-side shield for 40 LED unit 7 Available as a separate combination accessary: PUMBA {finish) U; 1.5 G vibration 16  Dimming driver standard. MVOLT enly. Not available with 347, 480V, DCR, DS,
8 - DSKIHs60CU House-side shield for 60/LED unit load rating per ANCI C136.31 PERS, PER7 or PNMT options.
< @ 5 o ol GivaReal 8  Must be ardered as a separate accessory; see Accessories information. For use with 17 Dimming driver standard. MVOLT enly. Not available with 347V, 480V, DCR, DS,
£ PUMBA DD e o fat 2-3/8" mast arm (not included). PERS, PER7, BL30 or BLSO.
5 mounting hra(kgr {spedfy finish) 9 Photocell ordered and shipped as a separate line item from Acuity Brands Controls. 18  Alsa available as a separate accessory; see Aceessories information.
KMAS DDBXD U Mast arm mounting bracket adaptor See accessories. Not available with DS option. 19 WTE not avallable with DS,
(specify finish) * 10 If ROAM® nade required, it must be ordered and shipped as a separate line item 20 Single fuse (SF) requires 120V, 277V or 347V. Double fuse (DF) requires 208V,
from Acuity Brands Controls. Not available with DCR. 240V or 480V
For more control options, visit 07! and 704N online. 11 DMG option far 347V ar 480V requires 1000mA. 21 Available with 60 LEDs (60C option) enly.
12 Specifies a ROAM® enabled luminaire with 0-10V dimming capability; PER option 22 Requires luminaire to be specified with PER option. Ordered and shipped as a
required. Additional hardware and services required for ROAM® deployment; must separate line item from Acuity Brands Controls.
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Template #8 __ Top of Pole ST shares a uinue diling pattem with the AERIS™ family. Soecity Tenon Mounting Slipfitter **
this drilling pattem when specifying poles, per the table below. ; . _— -
Sing 2at180°  2at%0°

DM19AS  Single unit DM29AS 2t 30°* ) atdd : 0°  datd0
| —0563" DM2BAS  2at 180° DM39AS  3at80°* AST20-190  AST20-280  AST20-290  AST20-320  AST20-390  AST20-490
—$ DM4SAS 44t 90°* DM32As  Jat120°* AST25-190  AST25-280  AST25-290  AST25-320  AST25-390  AST25-490
e §idgis Example: SSA 20 4C DM19AS DDBXD AST35-190  AST35-280  AST35-290  AST35-320  AST35-390  AST35-450
2.650” 1 (2 PLCS) Visit Lithonia Lighting’s ©* 7841 to see our wide

selection of poles, accessories and educational tools.
*Round pole top must be 3.25" O.D. minimum.
**For round pole mounting (RPA] only,

Size 1 hemepage.

[Diagrams y To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s D-Seres

Isofootcandle plots for the DSX1 LED 60C 1000 40K. Distances are in units of mounting height (20').
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Lumen Ambient Temperature (LAT) Multipliers Electrical Load
Use these factors to determine relative lumen output for average ambient temperatures
fram 0-40°C {32-104°F),
10°C 50°F 1.01
105 i ; B . i
20°C 68°F 1.00 1000 a 1.03 0.59 0.51 0.45 036 0.26
530 68 0.67 0.39 0.34 0.29 0.23 0.17
25°C 77°F 1.00 40 700 89 0.89 0.51 0.44 0.38 031 0.22
30°C 86°F 1.00 1000 138 135 0.78 0.67 0.58 047 0.34
40°C 104°F 0.99 530 99 0.97 0.56 0.48 0.42 0.34 0.24
60 700 131 1.29 0.74 0.65 0.56 0.45 0.32
1000 209 1.98 114 0.99 0.86 0.69 0.50
Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the platforms noted in a
25°C ambient, based on 10,000 haurs of LED testing (tested per [ESNA LM-80-08 and
projected per [ESNA TM-21-11).
To calculate LLF, use the lumen maintenance factor that corresponds to the desired number
of operating hours below. Far ather lumen maintenance values, contact factory.
25000 50,000 100,000
DSX1 LED 60C 1000
0.93 0.9 091
~ DSX1LED&OCT00
0.99 0.99 0.99
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Lumen Output

Lumen values are from phatometric tests performed in accordance with [ESNA LM-79-08. Data is considered to be representative of the confiqurations shown, within the tolerances allowed by Lighting
Facts. Contact factory for performance data on any configurations not shown here.

\!:ia:ti: ; - (3000 G 70 R : {4000 A 70 {Amber Phosphor Converted)

A0
[ tumens | | L6 | U 3 ICH T N T S
T1S 5948 1 011 14 6,387 110711 123 6,427 1 0 (1 124 3,640 11011 10
125 6,132 1 011 118 6,585 2 1012177 6,626 2 10 ]2 127 3,813 1101 3
M 5,992 1 0|2 15 6,434 110712 124 6,475 1 012 125 3,689 11011 n
135 5,985 1 0 1 115 6,427 1 0 2 124 6,467 1 0 2 124 3,770 1 0 1 3
T3M 6,039 1 0 2 116 6,485 1 0 2 125 6,525 1 0 2 125 3,752 1 0 1 12
T4M 6,121 1 012 118 6,573 110212 6,614 1 012 127 3,758 110701 2
530 mA W TFIM 6,030 1 02 116 6,475 11072 125 6,515 1 0|2 125 3,701 1101 n
TsVS 6370 2 0 0 123 6,840 2 0 0 132 6,883 2 0 0 132 3,928 2 0|0 76
55 6417 21010 123 6,890 210710 133 6,933 21010 133 3,881 21010 15
T5M 6,428 31001 124 6,902 31011 133 6,545 310101 134 3,930 21011 16
TSW 6,334 3 L0 )1 122 6,801 310711 13 6,844 310701 132 3,820 j o] 13
BLC 4,735 1 011 91 5,085 11072 98 5116 1 0|1 98
LCCo 4,600 1 0 |2 88 4,940 1 0|2 95 4971 1 0|2 9%
RCCO 4,600 1 0 2 88 4,940 1 0 2 95 4,971 1 0 2 96
T1S 7,554 1 011 m 8,112 21012 119 8,163 21012 120 4,561 1101 67
125 7,789 21012 115 8,364 21012 123 8,416 210 ]2 124 4,717 1101 10
T2M 1.610 1 0 2 112 8,172 2 0 2 120 8,223 2 0 2 121 4,622 1 0 2 68
135 7,601 1 0]2 12 8,162 21012 120 8213 21012 121 4,724 110101 69
T3M 7,670 1 012 113 8,236 21012 121 8,288 21012 122 4,701 1102 69
T4M 1774 1 0 2 114 8,348 2 1] 2 123 8,400 2 0 2 124 4,709 1 0 2 69
30C(30 700 mA BW TFTM 1,658 1 0 2 113 3223 1 0 2 121 8,275 1 0 2 122 4,638 1 0 2 68
LEDs) TSYS 8,090 2070 119 8,687 3101 128 8,742 3101 129 4,922 210100 12
155 8,150 2 0 0 120 8,751 3 0 0 129 8,806 3 0 0 130 4,863 b 010 12
T5M 8,164 3101 120 8,767 310712 129 8,821 310702 130 4,924 J o] 12
TSW 8,044 3 0 1 118 8,638 3 0 2 127 8,692 3 0 2 128 4,787 3 0 1 70
BLC 6,028 1 02 89 6,473 1 0|2 95 6,514 1 0|2 96
Lcco 5,856 1 0|2 86 6,289 1 0|2 92 6,328 1 0|2 93
RCCO 5,856 1 0|2 86 6,289 1 0 {2 92 6,328 1 0|2 93
T15 10,331 2102 98 11,094 2102 106 11,163 21012 106
125 10,652 2 0 2 101 11,438 2 0 2 109 11,510 2 0 2 110
T2M 10,408 2 0 2 99 11,176 210 3 106 11,246 2 0 3 107
13§ 10,395 2 0 2 99 11,163 210 2 106 11,233 2 0 2 107
M 10,490 2102 100 11,264 2 1 0] 2] 107 11,335 2 0] 2 108
TaM 10,632 2102 m 11,417 210 ]2 109 11,488 2 0] 2 109
TFM 10,473 21012 100 11,247 21013 107 11317 21013 108
1000mA | M05W ey T vmoes | 3 [0 [ 1 | 105 | mise | 3|0 [ 1| a5 | e |3 0|11
58 11,145 3 0 1 106 11,968 3 0 1 114 12,043 3 0 1 115
T5M 11,165 3 0 2 106 11,989 4 0|2 114 12,064 4 10 7 15
T5W 11,001 10 k2 105 11,813 4 1012 13 11,887 4 1012 13
BLC 7,960 1 0 2 76 8,548 1 0 2 81 8,601 1 0 2 82
LCCo 7,734 1 02 74 8,305 1 0|2 79 8,357 1 012 80
RCCO 7,734 1 012 74 8,305 1 0 ]2 19 8,357 1 012 80
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Lumen Output

Lumen velues are from photometric tests perfarmed in accardance with IESNA LM-79-08. Data is cansidered to be representative of the canfigurations shown, within the talerances allowed by Lighting
Facts. Contact factory for performance data en any canfigurations not shown here.

AMBFC

g
g

Sl 000K TOURY - o) _ thmber Phosphot Converted)
| fumens § B ] v ] G| : |5 fu] : [Blulé] fumens | 8 ] U] & | ipw
115 7861 [ 1[0 [ 1| 116 | 8441 | 2 |0 | 2| 124 | 8494 | 2 o 2] 125 44 |1 ]o[1 ] n
125 8105 | 2 |0 | 2| 119 | 8704 [ 2 |0 [ 2] 128 | 8758 [ 2 o219 s [1]o]1] 74
T2M 7820 | 2 | 0 | 2| 116 | 8504 | 2 |0 | 2| 125 | 857 |2 |0 2] 126 488 [1]ol2| 7
T35 790 | 1o 2| 116 | 8494 |2 |0 | 2| 125 | 8547 |2 o216 4% [1]0]1] B
3M 7982 | 210 2|17 | 85 [ 2 o[ 2| 126 | 8605 [21l o0 211271 4941 [1]0]2] B
T4M 8090 | 1| 0 | 2| 119 | 8687 [ 2 |0 [ 2| 128 | 871 [2 o219 4950 [1]o0o|l2] 73

o o TFIM 7969 | 1[0 | 2| 17 | 8558 | 2 |0 |2 | 126 | 8611 [ 202l 485 [1 o 2] n

T5VS 8419 | 210 [0 [ 124 | 9040 [ 3 0 (1] 133 ] 9007 [3tofl1 ] 134 514 [270]0] 7
155 8481 | 2 | 0 | 0 | 125 | 9107 |3 |0 | 1| 134 | 9164 [ 3 [0 [ 1] 15 51 [2]0]0] 75
T5M 8496 | 3 | 0 | 7 | 125 | 9123 [ 3 |0 2| 14| 9180 [3f[of2) 135 5175 [3]o0ol1] 7
TSW 8371 (3 [0 | 2| 123 | 8989 [ 3 0|2 | 12 9045 [3fof 2] 133 50 [3[]o]1] w4
BLC 6255 | 1|02 » 6717 |1 0| 2] % 6759 |1 fol 2] 9
L(o 6077 | 1|0 | 2| 89 656 | 1] 0] 2] 9 6566 | 1 [0 2] o
RCCO 6077 | 1|0 2| 89 656 | 110 [ 2] 9% 6566 | 1 j0 |2 ]| o7
115 9984 | 2 | o [ 2| 12 | 10721 [ 2 0|2 120 ] 10728 [2l0fz2]1211 604 [1]0]17] 68
125 1029 | 2 0| 2| 16| 1054 | 200|224 3 l2lol2]m]l 6w |[2]l0l2]n
M 009 | 2] 0] 2] 113 ] 108071 |2 /0311|1089 | 2|03 ]| 6094 |20 2] 68
T35 0046 | 210 2] 113 | 1078 | 202|121 [ 1085 |2]o0ol2]mm]e6e2 11027
T3M 10137 | 2] 0] 2] 14 | 1086 | 20| 2] 1221094 |2]o0l2]mm] 69 |2/0]2] 70
T4M 10275 | 2002 15 | 1033 |20 |2 124 102 |2/l0/2]1m1w5] 60 [1]0]2]n

40C — 51w TFTM 10122 | 210 2] 114 | 1089 | 210|212 1095 [2]/o0l2] B3] [1]0]2] &
(40 LEDs) T5VS 10693 | 3| 0 [ 1] 720 | 1482 | 3 |0 | 1| 129 | 154 3]0 1] 13 6,490 2100 | 7

155 10771 | 3]0 | 1] 121 | 1566 | 3 /01 ] B0 ] e [3/0]1] 13 6411 [ 2] 00| 712
T5M 079 | 3]0 2] 121 | 1587 | 402130 1e9 [ 4]lol2] 1] 6402 [3]0]1] B
T5W 1062 | 3102|119 | 47 | 40| 2] 128 | 11488 |a]ol2]1m29 ] 6311 [3]0]2]7
BLC 7963 |10 | 2| 8 8551 [ 1] o0 2] 9 8605 | 1 (o2 o
Lo 7736 | 1|0 | 2| & 8308 | 1] 0[2]| 93 8359 [ 1 fof 2] o
RCCO 7736 | 1] 0] 2| 8 8308 | 1] 02| @3 8359 [ 1fof[2] o
T15 13655 | 21 0] 2] 9 | 14663 | 3]0 |3/ 106 ]| 14754 |3]0]3] w7
25 14079 | 21 0|2 102 | wvn8 | 30|30 1m0 | 1522 303 10
TIM 13756 | 210 [ 3] 100 | 147722 | 303|107 | 1484 | 3|0 3] 108
135 13739 | 2 10 | 2] 100 | 14754 | 2 | 0| 2| 107 | 1486 | 3|0 | 3| 108
T3M 13864 | 2 1 0 | 2| 100 | 1488 | 3 | o | 3 | 108 | 1491 | 3|0 ]3| 109
TaM 14052 | 2 0 [ 2 | 102 | 15090 | 3 10| 3] 109 | 1518 [ 303|110
TFTM 13842 | 2 10 | 3] 100 | 1484 | 2 0o | 3] 108 | 1497 | 2|0 ]3] 108

L T5VS 14623 | 3 | 0 [ 1| 106 | 15703 [ 4 [0 | 1| 14| 15800 | 4]0 ] 1] 115

158 4730 | 3o {1107 | 1588 [ 3701 ns | 1597 3ol 115
T5M 14757 | 4 |0 {21107 | 1586 [ 40| 2] 15| 15045 [ 4]0 2] 115
T5W 14540 | 4 | 0 | 2 [ 105 | 15614 | 4 o[ 2| 13| 15711 | 402|114
BLC 05106 | 1[0 2] 7 | 1292 | 1]0[2] 8 | n3|1]o0]2]8
LCCo 0216 | 2 [0 [ 3] 7 | w09 [ 2]0({3] 8 | n3l2{o0]3] s
RCCO 0216 | 2 [ 0| 3] 7 | w09 [ 2]0/3] 8 | 1103 [ 2{0]3] 8
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Lumen Output

Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative of the configurations shown, within the talerances allowed by Lighting
Facts. Contact factory for performance data on any configurations not shown here.

=

(3000 K, ; K, 70 CRI) Pl
JC T : Eﬂ
T1s 1569 | 2 [0 |2 17 | 12423 | 200|215 | 15m |20 126 7,167 ??2 72
T2 1,928 | 2 | 0| 2| 120 | 12809 | 3 | 0o | 3| 120 | 1289 [ 3|0 3 B0 | 7507 |20 2] 7
T2M 1M6s5 | 2 [ 02| 118 | 12516 | 2 [ o | 3| 126 | 1254 [ 2o 3w ] 73 | 2]l0l2] B
T35 641 | 2 10 2| 18 | 12500 | 2 fo | 2| 126 | 1259 |2 0|2 {2 | 7244 [2]0 2] 7
T3M N747 | 2002 19 | 12614 |2 (o2 127 | 12653 | 2 [0 2128 737 |20 2] 1
TaM 1906 | 2 | 0| 2| 120 | 12785 | 2 | o[ 2| 129 | 12865 | 2 [0 |2 [ 10| 740 [2]0 2] 75
i o TFIM N728 | 200 2| 18 | 12594 | 2o 3| 127 | 12613 [ 20 |3 [128] 728 [1]0]2] 7
T5VS 12390 | 3 | 0 [ 1 | 125 | 13305 | 3 [ o | 1) 134 | 13388 [ 3fo 1| 15| 734 [3]o]l1]|
155 12481 |3 10 | 1 [ 126 | 13402 | 3 [ o | 1| 135 | 1348 (30| 1 [ 16| 7641 [3[0l0] @
T5M 1253 | 3 | 0 [ 2| 126 | 13426 | 4 [0 |2 16| 1350 [ afol2| 6] 72m7 [3]ol2] 7
T5W 12320 | 4 00 | 2 | 124 | 13229 | 400 2| 134 132 [4lola[npa] 75m |30 2]
BLC 922 [ 1o 2] » 9892 | 1 |0 | 2] 100 | 994 |1 ]ol2] 10
LCCo 8950 |1 ]ol2] 9611 [ 2102 ]| @7 9671 | 2o ]2 ®
RCCO 8950 [ 1] 0] 2] 9 9611 | 210 2] @ 9671 |2 [0 ] 2] =
115 14694 | 2 | 0 | 2| 12 | 15779 | 3 |0 {3 | 10 | 1587 |30l 3| | 892 |[2]0]2] 68
125 15150 | 3 ] ¢ 3| 116 | 16269 | 3 |0 [ 3| 124 w30 |3Jol3 s ]| 93w 2102 m
T2M 14803 | 2 |0 | 3| 113 | 15896 [ 3|0 | 3] 121 ] 1595 [3 /0 3w [ em [270]2] s
135 1478 | 2 {0 2| 13| 1587 [ 3103 m | s |3lol3| ] 9m [2]0]2n
T3M 14919 |2 o2 | 14| 0 | 3|03 2w |3lol3[ 3] 927 [2l0]2]
T4M 15122 | 2 J o 2| 15 | 16238 [ 3|0 | 3] 124 | 16340 [ 3]0 3]s [ 93 [2]0]l2]n
60C momh | tnw TFIM 1489 | 2 | 0 | 3| 14 | 1596 | 2 10| 3] 122 | 1609 | 2]0/ 3|13 913 |2/0/]2] 6
(60 LEDs) T5VS 1973 [ 3 10| 1| 120 | 1688 [ 4 | 0 | 1| 129 | 17004 | 4]0 ] 1] 130 9661 31011 74
15§ 15852 | 3o | v {120 | 1702 [ 4]0 1] 13017129 [ 4]ol i3] s 310l B
T5M 15880 | 4 | 02| 121 | 1705 | 4]0 2] 130 ] w19 |40l 2] 31| 965 |30 2] 78
T5W 15647 | 4 | 02| 119 | 16802 | 40| 2] 128 1697 |4 ]0]2]129)| 93 |[4]0]2] n
BLC 728 | 1 10120 9% | 1259 [ 1|0 2] 9% | 1262 [3]o0][3]
LCCO 3% | 2 0 | 3| 8 | 12235 [ 2|0 | 3] 93 [ 1231 [2]0/[3]| w
RCCO 3% | 210 (3| 8 | 12235 [2]0]3] @ [ 23 [2]0[3] o
T1§ 20005 | 310 13] 9% | 259 | 3[0/]3/103 | 2174 [3[0o]3] 104
25 20720 | 3 {0 |3 ) 99 | 229 [ 303|106 | 238 |3]0]3] 107
T2M 2045 | 3103 9 | 740 | 300 ]3| 104] 286 | 3]0/ 3] 108
35 2020 (3103 97 | nn13 [ 30 3| 04| ngw | 3]0 3] 108
T3M 20404 |3 10| 3| 98 | 21910 | 30| 4| 05| 200 | 3]0/ 4] 105
TaM 0680 | 3003 9 | 227 | 3]0 | 4| 16| 236 [3]0]4] 107
TFTM 0372 | 310 |3 97 | nae | 3]0 4] 15| 20 [3/0]4]ws
Mk | 20N T5VS 0521 410 1103 B0 4]0 1] | B4 lalol1]om
155 2679 | 4]0 1| 104 | 53280 | 4]0 1| m | Bas [ alo[1] m
T5M U717 | 410 12104 | B3 [ s5]o 3| ] 3 5103 m
T5W 21399 | 4]0 3 102 ] 299 [ 5]o0 3|10 32 5103 m
BLC 15487 | 200 | 2] 74 | 16630 | 2|02 | 8 | wn4210]3] 8
L0 15046 | 210 3] 72 | 16157 | 200 3| 77 | 1628 | 2]0]3] 7
RCCO 046 | 2 10 [ 3 72 [ w7 2103 77 | wse[2]ol3]

FEATURES & SPECIFICATIONS

INTENDED USE

Tha sleek design of the D-Series Size 1 reflects the embedded high performance LED tachnalogy. It
is ideal for many commercial and municipsl spplications, such as parking lots, plazas, campuses, and
streetscapes.

CONSTRUCTION

Single-piece die-cast aluminum housing has integral heat sink fins to optimize thermal management
through conductive and convective cooling. Modular design allows for ease of maintenance and
future light engine upgrades. The LED driver is mounted in direct contact with the casting to
promote low operating temperature and long life. Housing is completely sealed against moisture
and environmental contaminants (IP65). Low EPA (1.01 ft?) for optimized pole wind loading.

FINISH

Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coal finish
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage
pracess ensures a minimum 3 mils thickness for a finish that can withstand extreme climate
changes without cracking or peeling. Available in both textured and nan-texturad finishes.

QPTICS

Precision-molded proprietary acrylic lenses are engineered for superior area lighting distribution,
unifermity, and pole spacing. Light engines are available in standard 4000 K (70 minimum CRI) or
optional 3000 K (70 minimum CRI) or 5000 K (70 CRI) configurations. The D-Series Size 1 has zero
uplight and qualifies as a Nighttime Friendly™ product, meaning it is consistent with the LEED®
and Green Globes™ criteria for eliminating wasteful uplight.

ELECTRICAL
Light engine configurations consist of 30, 40 or 40 high-efficacy LEDs mountad to metal-core
circuit boards to maximize heat dissipation and premote long life (up to L96/100,000 hours at

25°C). Class 1 electronic drivers are designed to have a power factor >90%, THD <20%, and
an expected life of 100,000 hours with <1% failure rate. Easily serviceable 10kV or 6kV surge
protection device meets a minimum Category C Low operation [per ANSI/IEEE C62.41.2).

INSTALLATION

Included mounting block and integral arm facilitate quick and easy installation. Stainless
steel bolts fasten the mounting block securely to poles and walls, enabling the D-Series Size 1
to withstand up to a 3.0 G vibration load rating per ANSI C136.31. The D-Series Size 1 utilizes
the AERIS™ series pole drilling pattern. Optional terminal block, tool-less entry, and NEMA
photacontrol receptacle are also available.

LISTINGS
UL Listed for wet locations. Light engines are IP66 rated; luminaire is IP65 rated. Rated for
-40°C minimum ambient. U.S. Patent No. D672,492 S. International patent pending.

DesignLights Consortium® (DLC) qualified product. Not all versians cf this produr:t may
be DLC qualified. Please check the DLC Qualified Products List at wi ts.0rq to
confirm which versions are qualified.

WARRANTY
S-year limited warranly Comp\ete warrarwty terms located at
Wi acuitylar i/ us T nditior

Note: Actual performance may differ as a result of end-user environment and application
All values are design or typical values, measured under laboratory conditions at 25 °C.
Specifications subject to change without natice.
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